USE MANUAL

Car Stereo radio
For Ford Fiesta 2009-2014

MEPEW . Messages

Central Control Disassembly
and Operation

Post-installation rendering

(o Power cable for 12-17 models: Connect to the factory male plug J
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MIND the connector clip direction
(clips end facing down).

[ SWC Connect to the original car harness plug J

If the factory radio in your car matches the one in the picture below,
your vehicle model year is between 2009 and 2011.
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corresponding numbered wiring harness:
Connect{) to the A-end on([h), then connect the B-end to the factory
male plug.
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Connect @) to €). If the radio does not power on, connect ) to €).

Connect@to @).
Connect ) to €).

If the factory radio in your car matches the one in the picture below,
your vehicle model year is between 2012 and 2017.

Please refer to the "golils[[aleIAY=1o1(S R ¢1sTe Dlﬂgl‘ to connect the
corresponding numbered wiring harness:
Connect @) to the factory male plug.

Connect@)to @). if the radio does not power on , connect €)to €).

Connecteto@.

Front Left (+)
Front Left (-)
Front Right (+)
Front Right

Steering Wheel Key(+)

Rear Camera(+)
Accessory/Ignition(+)
Chassis Ground (=)

Rear Right (+)
Rear Right (-)
Rear Left(+)
Rear Left(-)

Power Antenna(+)

Steering Wheel Key 2 (+)
Dimmer/lllumination (+)

Constant power supply
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If your car has steering wheel control buttons and to avoid any
Issues with them not functioning properly, follow these steps:

For vehicle models between 2009 and 2011, please enter Settings --
Factory (input”'3368") --Car Model, and select “RZC (Raise)--Ford --
Fiesta -- 2009-2012.Mid.”
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Car Brand

* Ford

Car Model CAN Box

* Fiesta

CAN Box type

* RZC(Raise) 2009-2012 Low

XP(Simple) 2013-2014 Low

{ ) .
Territory 2013-2014 Mid

Toumneo Couner 2013-2014.High

Y 2009-2012 Mid

Explorer

DaoJun 2009-2012. High

Fiesta

For vehicle models between 2012 and 2017, please enter Settings--
Factory (input”3368")--Car Model, and select “RZC (Raise)--Ford--
Fiesta--2013-2014.Mid.”
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Car Brand

* rord

Car Model CAN Box

* Fiesta

CAN Box type

Y RZC(Raise) 2009-2012.Low

2013-2014. Low

XP(Simple) Taurus

— Tiors K 2013-2014 Mid

2013-2014 High

Chrysler Toumeo Couner

Explorer 2009-2012.Mid

2009-2012.High

DaoJun Mondeo

Fiesta

After that, open the SWC app and manually map the steering wheel
control (SWC) keys as shown in the image.
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" Peel off protection ki f
adhesive of the pin3 |/
wire @ to expose the

in '
i sulated core 9

Connect pin3 wire @ to
camera wire 3.

Wires color may be different due to various batches, but pin locations will be the same.
You can search Youtube video ID "VWCKICYWF5s” on Youtube to find our supplied

\ camera connection video tutorial




